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Thank you for purchasing a screen replacement kit from NewMP3Technology.  If you are viewing this page online, you may purchase one 

of our replacement lcd’s at http://www.newmp3technology.com/accessories.html.  We hope the instructions provided below will allow 
you to replace your screen in about 15-30 minutes.  For the repair, you will need a thin flat head screwdriver or exacto knife, such as the 

one shown in the pictures below, some good lighting and a soft cloth to clean the lcd before replacing the covers. 
1. Remove the warranty seal. 

 

2. Where the warranty seal was  
located, pop the bottom part of the  
cover away from the base on both  
sides of the grey oval rubber cover. 

 

3. Pop the top sides away from  
the base in the same way as for the 
bottom sides. 

 

4. Go around the sides, popping the top cover 
away from the base on all sides. 

 

 

5.   Remove the top grey 
cover and the clear plastic 
protective square. 
 

 

6.   Using your blade or finger tips,  
clear the rubber corners enough to  
release each corner of the screen 
and square backing up and away 
from the base.  

 

7.   Pick up the lcd.  Note that it the lcd is attached 
in one place to the board, and the square piece  
behind it (the backlight) is attached with two wires.

 

8.   Separate the lcd from the backlight, 
laying the lcd down so you can see 
where it is connected to the board. 

 

9.  You will see two colors on the  
connector: brown and yellow.  You will 
see that the brown connector appears 
to be held in from each side by two clips. 
However, the brown piece is removed  
by simply placing your fingernails 
underneath the brown piece, as in the 
photo, and pulling up.  The brown piece 
will swing up like a door, and then 
disconnect from the assembly. You can  
then remove the lcd. 

 

10.  Place the new lcd as shown into the  
connector, so that it fits into the notches 
(as far in as possible). 

  

11.   Place the brown piece vertically into 
the notch.  You will see a few arrows on  
the piece; make sure these arrows facing  
you and pointing up.  Push down firmly on
the piece, moving it down like a hinge, in  
the same way it came out, putting  
pressure against it toward the yellow  
piece constantly until it clicks in place. 

            

                      

 



  
12.  Once the lcd is connected, make gentle  
folds in the lcd leads as shown in the photos.   
Now would also be a good time to peel off the 
protective film from both sides of the new lcd.  

 

 

13.  Place the backlight as shown, with the  
pins facing down and flip the lcd back over. 

 

14.  Guide one end of the  
assembly back under 
the rubber corners. 

 

15.   Move the other two pieces of rubber  
above the assembly, using your blade if  
needed, taking extra care not to break the lcd. 

 

16.   Make sure the assembly is well seated into the 
body, so that the rubber corners lay flat against it.   
If these corners bow up, move the assembly around 
until you get a better fit.  Where you see the arrow in 
the following picture, look for the indentations in the 
black plastic, which correspond with the holes in the  
rubber.  Line these up to insure a good fit once the  
cover goes on. 

 

17.   Clean both lcd and  
clear plastic cover, assuring  
that no dust or fingerprints  
are present, and center  
the cover onto the lcd. 

18.  Place the top cover on.  
You may need to squeeze and adjust the  
rubber corners and clear plastic cover in the 
meantime to get it to fit in place.   
Snap all sides down carefully.  If the cover  
does not snap together with light pressure,  
reposition the lcd until it goes together easily. 

 

Troubleshooting:  
If you have any trouble getting the lcd in place, look carefully over the pictures  in this  
guide to be sure the backlight and screen are oriented properly. 
 
If you find that you still have no picture, take the lcd off and check your brown / yellow 
connector for a good connection, and be sure the leads are properly inserted. 
   
You may need to move the assembly around for a better fit.  If the top cover does  
not go on fairly easily, try to reseat the assembly before snapping the cover into  
place, so as not to break the lcd.  
 
Did you have a successful  experience?  Or are you still having problems?   
In either case, please visit our forum to share what you have learned and research  
answers to any problems you may still be having: 
http://www.newmp3technology.net/forum 
 
Also, please be sure to check back on our website for more custom solutions  
and accessories for your Archos Jukebox! 

http://www.newmp3technology.com 
 

No part of this document may be altered or reproduced without our consent. 

Some close-ups of step 11.  This is the most 
difficult part, so it’s worth the extra 
explanation.  See how you must push down 
and toward yourself, while swinging the brown 
piece like a door down into the notch.   
This may take a bit of time to figure out, but 
once you have it, the piece goes in right away 
without much effort at all. 
 
Below, you will see a diagram of 
where to place pressure on the brown piece as 
you snap it down into the yellow piece. 

 

 

 


